
Features :

Benefits :

Technical data : 
Features Units Methods Values

Weight g/m² ISO 536 - 150,0

Thickness µm ISO 534 - 370,0

After 1h 5,0

After 5 days 8,0

Smoothness Bekk seconds ISO DP 5627 Top 20,0

Whiteness CIE %

ISO 11475

Color Touch 2

D65 - C/10°

Top 77,0

Printing recommendations :

6-12 pass
Printing speed : 10-12 m²/h
Drying temperature : 45 - 40 - 45 °

Printing mode : Bi-directionnal

Resolution : 720 x 1080 dpi

Ink coverage : 120 - 180%

Wall It 150/320gsm
Self-adhesive paper for wallcovering

Wall It is a self-adhesive wallpaper for high resolution printing with solvent, eco-solvent, mild-solvent, UV and latex inks.

Wall It is a high quality coated self-adhesive medium especially designed for wallcovering applications. 

It is also perfectly suitable for all kinds of large size advertising. It is tear-resistant and prepasted with a special glue and

may therefore be easily bonded and stripped without any stains being left. A matt non-reflective surface makes for top

quality colour reproduction.

• Leaves no glue residue when stripped

• Roll to roll applications

• Non-reflective matt finish 

• Excellent paper stability 

• Fast drying paper

• High resolution prints

• Ink-efficient

• To be used with solvent, eco-solvent, mild-solvent, UV and latex inks

Adhesive strength N/25mm AFERA 5001
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